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Textra Transfers
Textra is geschikt voor uiteenlopende toepassingen en kan worden aangebracht op diverse soorten
textiel. De transfer is verkrijgbaar in elke gewenste vorm en kleurcombinatie en wordt standaard
geleverd in full-color. Voor extra bescherming is Textra optioneel verkrijgbaar met een
sublimatieblocker.

Textra (standaard versie)
De standaardversie van Textra is ontworpen voor algemene toepassingen waarbij uitstraling,
kleurkracht en betrouwbaarheid centraal staan. Deze variant is geschikt voor uiteenlopende
kledingstukken en biedt langdurige kwaliteit, zelfs bij intensief gebruik.

Textra Sport
Textra Sport is een speciaal ontwikkelde heatseal transfer die perfect aansluit op de eisen van
sportkleding en andere stretchmaterialen. Dankzij de uitstekende rekbaarheid blijft deze full-color
transfer flexibel en goed gehecht, zelfs bij intensief gebruik en beweging. Textra Sport combineert
een hoge drukkwaliteit met langdurige duurzaamheid, waardoor het ideaal is voor actieve
toepassingen. Bovendien is Textra Sport beschikbaar in elke gewenste maat en vorm, wat zorgt voor
maximale ontwerpvrijheid en een professionele uitstraling op elk kledingstuk. Textra Sport is
optioneel verkrijgbaar met sublimatieblocker.

Textra FR (vlamvertragend)
Textra FR is de betrouwbare keuze voor organisaties die werkkleding willen voorzien van een
vlamvertragende, hoogwaardige en visueel sterke bedrukking. Deze speciaal ontwikkelde transfer
voldoet aan de strenge eisen die gelden voor veiligheidskleding, zonder in te leveren op uitstraling of
detail. Met Textra FR bent u verzekerd van een duurzame transferoplossing die bestand is tegen
zware werkomstandigheden én perfect hecht op technisch textiel. De full-color opdruk levert diepe
kleuren en scherpe lijnen, waardoor veiligheid en professionaliteit hand in hand gaan.

Certificering en kleuren
Textra en Textra Sport transfers zijn Oeko-Tex gecertificeerd. Alle kleurvarianten van deze transfer
kunnen worden gematcht aan PMS-kleuren.

Textra, Textra Sport en Textra FR Transfer
 

Textra

Textra Sport
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Textra FR

For more detailed press instructions for Textra transfers on various fabrics, click here.

Description

Textra, Textra Sport and Textra FR are heat seal transfers with a broad range of applications. The
transfer consists of a carrier foil onto which an image which has been printed with an additional glue
layer for the adhesion to textile. Textra and Textra Sport type transfers are compliant to Oekotex100,
class I, under certificate number 1110043 Centexbel.

Application

Textra is suited for mild industrial washing processes, for colored workwear
Textra Sport transfers are ideal for sportswear and promotional articles such as polo-, sweat–
and T-shirts, with enhanced stretching properties. Blocking agents can be added for improved
resistance to dye migration from sublimated and dispersed dyed polyester textiles
Textra FR is suitable for workwear that requires a flame-retardant, high-quality print. This type
of transfer is washable up to 60 °C.

Limitations of use

None, when care label instructions of the underlying textile are followed.

Physical properties

Various, depending on size.

Before heat sealing

Ensure that the to be marked textile is free of lint, dust, dirt. No seams, zippers, buttons etc. should
be near the location where the heat sealing will be performed.
Remark: Good bonding can be prevented in pre-conditioned fabrics with a dirt or water repellent
coating such as fluorocarbon finishes or flame retardant finishes.

https://www.thermopatch.com/en/products/textra-textra-sport/#sealing-instructions
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Heat seal instructions

Make sure that the sealing plate of the machine is clean and undamaged.

Type Temperature °C Time seconds Pressure
kg/cm2* Washing

Textra 165-185 15 0.5 95 °C

Textra
Sport 140-160 15 0.5 60 °C

Textra FR 185 15 0.5 60 °C

Textra transfers are quick peel; remove the garment from the press before removing the transfer foil
to allow the adhesive to set for a moment. Remove the foil when the transfer is still warm to the
touch.
* For an optimal heat sealing result we advise to set the pressure on any large platen pneumatic heat
seal press to 3-5 bar on the pressure regulator of the machine, when using the standard issued under
platen. When using smaller underplates, decrease pressure to avoid damage to the transfers.

Handling and storage

Keep away from oxidising agents, from strongly alkaline and strongly acidic materials.
Store out of direct sunlight, in a cool and dry place.
Shelflife: 1 year when stored in their original packing, out of direct sunlight, in a cool and dry place.

Precautions

No specific safety measures are required when working with this product. We advise to ventilate well
at heat sealing activities, since vapours may occur from any textiles being processed.

Exposure controls / personal protection

Ensure a sufficient amount of fresh air when there is a risk of release of fumes, for instance when
heating the product.
Personal protection equipment:

For the hands: None
For the eyes: None
For the skin: None
For breathing: None
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Hazards identification

The product has not been subjected to classification following the European legislation. Special
hazards designation for humans and environment: Not applicable.

Disclaimer

This information is based on the current state of our knowledge. It is however, no guarantee of
product features and no contractual relationship.

Recommended restrictions apply

This product should not be used for purposes other than specified.

Scroll down for Textra Sport and Textra Sport with blocker.

Textra (high temperature, quick peel, possible with migration-blocking layer, up to 95 °C for colored laundry)

Type of fabric Temp. °C Pressing time in sec. Pressure in Bar
Low/Medium/High

Fleece, 100% Polyester 160 15 4-5 (Medium/High)

Polyurethane or PVC-coated polyester
(rainwear), cover with baking paper 135-150 15 2-3 (Low)

Knitted fabrics, 100% polyester,
viscose, acrylic (sportswear, light
workwear)

Preheat
160

7-10
15 4-5 (Medium/High)

Knitted fabrics, 100% wool, cotton
(sportswear, light workwear)

165-175
Repress

15
7-10 4-5 (Medium/High)

Knitted fabrics, cotton or polyester
with elastane 98%/2%

Preheat
160

10
15 2-3 (Low)

Cotton or polyester cotton 65%/35% 180-195 15 4-5 (Medium/High)

Flame-retardant cotton or polyester
cotton (FR treated, Proban®)

Preheat
180-195

7-10
15-12 4-5 (Medium/High)

Cotton/polyamide 55%/45% 165 15 4-5 (Medium/High)

Cotton/polyester 65%/35% or
60%/40%
(with DWR finish)*

165 15 4-5 (Medium/High)

Aramid/Viscose 50%/50% 170 15 4-5 (Medium/High)

Linen, 100% 165 15 4-5 (Medium/High)

Aramid (Nomex III), 100% 165 15 4-5 (Medium/High)

Polyamide (Nylon), 100% (with DWR
finish)*

Preheat
165

7-10
15 4-5 (Medium/High)

Polyester 100% (with DWR finish)* Preheat
165

7-10
15 4-5 (Medium/High)

Polyester Cleanroom material anti-
static 99%/1%

Preheat
165 -175

7-10
18-15 4-5 (Medium/High)
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Textra Sport (low to medium temperature, digital transfers, quick peel, possible with
migration-blocking layer, up to 60°C for colored laundry)

Type of fabric Temp. °C Pressing time in
sec.

Pressure in Bar
Low/Medium/High

Fleece, 100% Polyester 150 12 4-5 (Medium/High)

Polyurethane or PVC-
coated polyester
(rainwear), cover with
baking paper

135-150 15 2-3 (Low)

Knitted fabrics, 100%
polyester, viscose,
acrylic (sportswear, light
workwear)

150
Repress

15
7-10 4-5 (Medium/High)

Knitted fabrics, 100%
wool, cotton
(sportswear, light
workwear)

155-165
Repress

15
7-10 4-5 (Medium/High)

Knitted fabrics, cotton or
polyester with elastane
98%/2%

Preheat
145

10
15-18 2-3 (Low)

Cotton or polyester
cotton 65%/35% 160 15 4-5 (Medium/High)

Flame-retardant cotton
or polyester cotton (FR
treated, Proban®)

Preheat
155

7-10
15 4-5 (Medium/High)

Cotton/polyamide
55%/45% 155 15 4-5 (Medium/High)

Cotton/polyester
65%/35% or 60%/40%
(with DWR finish)*

155 15 4-5 (Medium/High)

Aramid/Viscose
50%/50% 160 15 4-5 (Medium/High)
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Linen, 100% 165 15 4-5 (Medium/High)

Aramid (Nomex III),
100% 160 15 4-5 (Medium/High)

Polyamide (Nylon), 100%
(with DWR finish)* 155 15 4-5 (Medium/High)

Polyester 100% (with
DWR finish)* 155 15 4-5 (Medium/High)

Polyester Cleanroom
material anti-static
99%/1%

Preheat
165

7-10
18 4-5 (Medium/High)

 

Textra Sport with blocker for anti-sublimation and anti-migration (up to 40 °C)

Type of fabric Temp. °C Pressing time in
sec.

Pressure in Bar
Low/Medium/High

Softshell 145-155 15 3 (Low)

Sublimated polyester
(100%) 145 15 4 (Medium/High)

Fleece, 100% Polyester 150 12 4-5 (Medium/High)

Polyurethane or PVC-
coated polyester
(rainwear), cover with
baking paper

135-150 15 2-3 (Low)

Knitted fabrics, 100%
polyester, viscose,
acrylic (sportswear, light
workwear)

150
Repress

15
7-10 4-5 (Medium/High)

Knitted fabrics, 100%
wool, cotton
(sportswear, light
workwear)

155-165
Repress

15
7-10 4-5 (Medium/High)
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Knitted fabrics, cotton or
polyester with elastane
98%/2%

Preheat
145

10
15-18 2-3 (Low)

Cotton or polyester
cotton 65%/35% 160 15 4-5 (Medium/High)

Flame-retardant cotton
or polyester cotton (FR
treated, Proban®)

Preheat
155

7-10
15 4-5 (Medium/High)

Cotton/polyamide
55%/45% 155 15 4-5 (Medium/High)

Cotton/polyester
65%/35% or 60%/40%
(with DWR finish)*

155 15 4-5 (Medium/High)

Aramid/Viscose
50%/50% 160 15 4-5 (Medium/High)

Linen, 100% 165 15 4-5 (Medium/High)

Aramid (Nomex III),
100% 160 15 4-5 (Medium/High)

Polyamide (Nylon), 100%
(with DWR finish)* 155 15 4-5 (Medium/High)

Polyester 100% (with
DWR finish)* 155 15 4-5 (Medium/High)

Polyester Cleanroom
material anti-static
99%/1%

Preheat
165

7-10
18 4-5 (Medium/High)

*DWR finish: Durable Water Repellent finish, meaning a water (dirt, oil) repellent coating on textiles
based on silicone, nanotechnology, wax, and fluorocarbon.
FR: Flame Retardant

Disclaimer
No rights can be derived from the instructions or data provided online. The information is intended for
general guidance only and is subject to change without notice. We do not guarantee the accuracy,
completeness, or reliability of the information provided. Users are advised to verify any information
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before acting on it. We accept no liability for any damage incurred because of relying on this
information.


